OPTIONAL 4” TO 3" DIA. TENON WELDED
TO POST. (CUST. MUST SPECIFY).
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/

4" 0.D. X .188" WALL
ALUMINUM TUBING
WITH 12 FLAT FLUTES.

GROUND LUG
TAC WELDED TO
INSIDE WALL,
LEFT OF DOOR.

2 HEX NUTS
AND 1 WASHER
PER BOLT.

(4) 5/8” DIA.
\ X 18” LG. ZINC

PLATED STEEL
ANCHOR BOLTS.

/

GROUND LINE

7°=11 3/8”
CONCRETE FOOTER
TO BELOW LOCAL
FROST LEVEL OR

7" DIA.
BOLT CIRCLE
(FULL SCALE)

POST SECURELY
WELDED TO
FLANGE, WHICH
SECURES TO
BASE WITH (4)
3/8 X 11/2"
LONG S.ST'L.
CARRIAGE BOLTS,
FLAT WASHERS,
LOCK WASHERS
AND HEX NUTS.

LOCAL CODE. ﬁ
CONTINUOUS WELD. w
7" DIA.

CAST ALUMINUM BOLT CIRCLE.
FLANGE.
POST | ACTUAL HEIGHT
} CAST ALUMINUM 768—7 6'—11 3/8"
/ ACCESS DOOR , "
SEGURES 10 BASE 768-8 7’—11 3/8" (SHOWN)
WITH (3) 8-32 768-9 | 8'-11 3/8
S.ST'L. SCREWS. 768—10 | 9'=11 3/8”
CAST ALUMINUM 768-11 1 10°-11 3/8
ROUND BASE. 768—12 | 11’=11 3/8”
768—13 | 12'=11 3/8"
768—14 | 13'=11 3/8”
Drawing for illustration only — scale approximate
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